Medical High Voltage Cable Assemblies

Mammography Cable Assemblies

Claymount high voltage Mammography cable assemblies are single conductor 60 KVDC rated high
voltage cables terminated with straight or 90° angled plugs that comply with NEMA XR 7 and are type-
tested under the severest life (aging) conditions. The plug is made of a high insulation thermoplastic
material and is filled with an insulation compound. Every plug is equipped with a 30 cm (12 inch) long
ground lead connected to the cable shield.
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90° angled plug.

Claymount Mammography cable assemblies offer:

Mammoflex cable wilh super small diameter {(11.1mm)

Excellent cable flexibility

95 % cable shielding braid coverage

Very high insulation resistance

Straight or 90° angled terminations.

For information on ordering, please consult the chapter "General Information and Ordering”.

Installation

Mammography cable terminations are installed in a receptacle with silicone grease. A tube of silicone
grease is supplied with each cable assembly. The installation of the plug into the receptacle is very
easy with the bayonet lock.

Technical data

Mumber of contacts 1

Rated voltage 60 kVDC
Type test voltage between pin and ground lead 90 kVDC / 15 min
Maximum current rating 25 A
Maximum continuous operating temperature 100°C /212 °F
Quter diameter 37 mm / 1.457 in
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