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REFERENCE :  E 730 P 
 

 

DRAWING 

Dimensions in mm 

 

 

 

 

 

 

 

 

 

LEAD WIRE SIZES 

Case Diameter Lead AWG 

< 8,89 mm N° 20 

≥ 8,89 mm N° 18 

 

 

TECHNOLOGY 

Non-inductive wound metallized polypropylene 

Flame retardant tape wrap and epoxy end fill 

Solder coated cooper wire 

 

 

GENERAL CHARACTERISTICS 

Capacitance range 0,022 µF to 10 µF 

Capacitance tolerance ±20%, ±10%, ±5% 

Voltage rating 160 VDC to 630 VDC 

 100 VRMS to 277 VRMS 

Operating temperature - 55°C to + 105°C 

Voltage derating at + 105°C, 70% of the 85°C rating 

Dissipation factor 0,07% maximum 

Insulation resistance measured at rated VDC after a 2 min charge  

• at +25°C 200,000 MΩ.µF (need to exceed 400,000 MΩ) 

• at +85°C 10,000 MΩ.µF (need to exceed 20,000 MΩ) 

• at +105°C 1,000 MΩ.µF (need to exceed 2,000 MΩ) 
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APPENDIX / ANNEXE 

 

 

MAXIMUM PULSE RISE TIME 

 

Capacitor Length 

(mm) 

Rise time dV/dt (V/µs) 

160VDC/100VAC 250VDC/175VAC 400VDC/220VAC 630VDC/277VAC 

19,00 48 72 94 171 

25,40 28 40 55 88 

31,80 22 30 45 62 

44,50 12 18 23 38 

57,20  13   

 

 

MARKING 

Model 

Capacitance – Tolerance 

Voltage 

 

 

STANDARD RATINGS 

 

Capacitance 

µF 

Case Size (mm) 
Typical ESR 

(Milliohms) 

20kHz to 100 lHz 

Maximum Ripple Current (Amps) at 20-100kHz 

Case temperature 

D L +25°C +35°C +45°C +55°C +65°C +75°C +85°C 

160 VDC / 100 VRMS 

0,22 7 19 - 2,3 2,3 2,3 2,3 2,3 1,8 1,0 

0,27 7,6 19 - 2,6 2,6 2,6 2,6 2,4 1,9 1,1 

0,33 8,2 19 - 2,8 2,8 2,8 2,8 2,6 2,2 1,2 

0,39 8,8 19 - 3,1 3,1 3,1 3,1 2,9 2,3 1,3 

0,47 9,6 19 37 3,7 3,4 3,1 2,8 2,5 2,0 1,4 

0,56 8,2 25,4 35 3,9 3,6 3,3 2,9 2,6 2,1 1,5 

0,68 8,8 25,4 33 4,1 3,8 3,5 3,1 2,8 2,2 1,6 

0,82 9,6 25,4 31 4,3 4,0 3,6 3,2 2,9 2,3 1,7 

1 10,7 25,4 26 5,5 5,1 4,7 4,2 3,6 2,8 2,6 

1,2 11,5 25,4 24 5,7 5,3 4,9 4,4 2,8 3,0 2,8 

1,5 12,7 25,4 20 6,1 5,5 5,1 4,6 4,0 3,2 3,1 

1,8 13,7 25,4 19 6,3 5,7 5,3 4,8 4,1 3,4 3,0 

2 12,3 31,8 18 6,5 6,0 5,5 4,9 4,2 3,5 3,2 

2,2 12,9 31,8 18 6,8 6,3 5,7 5,1 4,4 3,6 3,3 

2,7 14,1 31,8 17 7,1 6,5 6,0 5,3 4,6 3,7 3,4 

3 14,8 31,8 16 7,3 6,7 6,2 5,5 4,8 3,9 3,5 

3,3 15,4 31,8 16 7,4 6,8 6,4 5,6 4,9 4,0 3,6 

3,9 16,6 31,8 15 7,6 6,9 6,6 5,8 5,1 4,1 3,7 

4 13,6 44,5 15 7,8 7,0 6,7 5,9 5,2 4,2 3,8 

4,7 14,7 44,5 15 8,1 7,4 6,8 6,0 5,3 4,3 3,9 

5 15,1 44,5 14 8,3 7,6 7,0 6,2 5,4 4,4 4,0 

5,6 15,8 44,5 14 8,4 7,7 7,1 6,4 5,5 4,5 4,1 

6 16,4 44,5 14 8,5 7,8 7,2 6,5 5,6 4,6 4,2 

6,8 17,3 44,5 13 8,5 8,0 7,4 6,7 5,7 4,7 4,3 

8 18,7 44,5 13 8,6 8,3 7,7 6,8 6,0 4,8 4,4 

8,2 18,9 44,5 13 8,8 8,6 8,0 7,0 6,1 4,9 4,5 

10 20,7 44,5 12 9,0 9,0 8,5 7,6 6,6 5,4 4,9 
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Capacitance 

µF 

Case Size (mm) 
Typical ESR 

(Milliohms) 

20kHz to 100 lHz 

Maximum Ripple Current (Amps) at 20-100kHz 

Case temperature 

D L +25°C +35°C +45°C +55°C +65°C +75°C +85°C 

250 VDC / 175 VRMS 

0,10 7,1 19 - 1,5 1,5 1,5 1,5 1,5 1,5 0,9 

0,12 7,6 19 - 1,9 1,9 1,9 1,9 1,9 1,7 1,0 

0,15 8,3 19 - 2,3 2,3 2,3 2,3 2,3 1,9 1,1 

0,18 9,0 19 - 2,7 2,7 2,7 2,7 2,5 2,0 1,2 

0,22 7,8 25,4 - 1,9 1,9 1,9 1,9 1,9 1,9 1,3 

0,27 8,5 25,4 - 2,4 2,4 2,4 2,4 2,4 2,2 1,4 

0,33 9,2 25,4 - 2,9 2,9 2,9 2,9 2,9 2,3 1,5 

0,39 9,9 25,4 - 3,4 3,4 3,4 3,2 2,9 2,3 1,6 

0,47 10,7 25,4 35 3,8 3,7 3,6 3,4 2,9 2,4 1,7 

0,56 11,8 25,4 33 3,9 3,8 3,7 3,5 3,1 2,5 1,8 

0,68 10,8 31,8 32 4,0 3,9 3,8 3,7 3,2 2,6 1,9 

0,82 12,0 31,8 31 4,2 4,1 4,0 3,9 3,4 2,8 2,0 

1 13,0 31,8 28 4,4 4,4 4,4 4,4 4,3 3,5 3,2 

1,2 14,1 31,8 27 4,7 4,6 4,5 5,0 4,5 3,7 3,3 

1,5 15,6 31,8 26 5,1 5,0 4,9 5,4 4,7 3,9 3,5 

1,8 17,0 31,8 25 5,9 5,8 5,7 5,7 5,0 4,1 3,7 

2 17,8 31,8 21 7,2 7,2 6,8 6,0 5,2 4,3 3,9 

2,2 15,5 44,5 20 8,4 7,5 7,0 6,3 5,4 4,5 4,1 

2,7 17,0 44,5 19 8,6 7,8 7,3 6,6 5,4 4,7 4,3 

3 17,9 44,5 18 9,0 8,3 7,6 6,8 5,9 4,8 4,4 

3,3 18,6 44,5 18 9,0 8,4 7,8 7,0 6,0 4,9 4,5 

3,9 20,2 44,5 17 9,0 8,5 8,0 7,2 6,2 5,0 4,6 

4 20,4 44,5 16 9,0 8,6 8,2 7,4 6,3 5,1 4,7 

4,7 22,0 44,5 16 9,0 8,8 8,5 7,7 6,6 5,3 4,9 

5 22,7 44,5 15 9,0 9,0 8,9 7,9 6,8 5,6 5,1 

5,6 23,9 44,5 15 9,0 9,0 8,9 8,0 7,0 5,8 5,3 

6 24,7 44,5 15 9,0 9,0 9,0 8,2 7,2 5,9 5,5 

6,8 22,4 57,2 15 9,0 9,0 9,0 8,4 7,4 6,0 5,6 

8 24,2 57,2 14 9,0 9,0 9,0 8,7 7,8 6,3 5,8 

8,2 24,5 57,2 14 9,0 9,0 9,0 8,8 7,9 6,4 5,9 

10 26,9 57,2 13 9,0 9,0 9,0 9,0 8,3 6,8 6,2 

400 VDC / 220 VRMS 

0,047 6,6 19 - 1,0 1,0 1,0 1,0 1,0 1,0 0,9 

0,056 7,0 19 - 1,1 1,1 1,1 1,1 1,1 1,1 0,9 

0,068 7,5 19 - 1,4 1,4 1,4 1,4 1,4 1,4 1,0 

0,082 8,1 19 - 1,7 1,7 1,7 1,7 1,7 1,6 1,1 

0,10 8,8 19 - 2,0 2,0 2,0 2,0 2,0 1,9 1,3 

0,12 7,6 25,4 - 1,4 1,4 1,4 1,4 1,4 1,4 1,4 

0,15 8,3 25,4 - 1,7 1,7 1,7 1,7 1,7 1,7 1,6 

0,18 9,0 25,4 - 2,1 2,1 2,1 2,1 2,1 2,1 1,7 

0,22 9,8 25,4 - 2,6 2,6 2,6 2,6 2,6 2,5 1,8 

0,27 10,7 25,4 - 3,1 3,1 3,1 3,1 3,1 2,7 1,9 

0,33 11,9 25,4 - 3,8 3,8 3,8 3,8 3,5 2,9 2,0 

0,39 12,8 25,4 - 4,1 4,1 4,1 4,1 3,7 3,1 2,1 

0,47 13,8 25,4 32 5,7 5,5 5,0 4,4 3,8 3,2 2,2 

0,56 12,9 31,8 31 5,7 5,7 5,3 4,4 4,1 3,3 2,3 

0,68 14,0 31,8 30 5,7 5,7 5,5 4,8 4,3 3,5 2,4 

0,82 15,2 31,8 28 5,7 5,7 5,6 5,3 4,5 3,7 2,6 

1 16,6 31,8 27 5,7 5,7 5,7 5,7 5,7 4,7 4,3 

1,2 18,1 31,8 26 6,3 6,2 6,0 5,9 5,8 4,9 4,5 

1,5 16,7 44,5 25 7,0 6,9 6,7 6,6 6,5 5,2 4,7 

1,8 18,2 44,5 23 8,0 7,9 7,8 7,7 6,8 5,5 5,0 

2 19,1 44,5 21 9,0 9,0 9,0 8,0 7,0 5,7 5,2 

2,2 20,0 44,5 20 9,0 9,0 9,0 8,3 7,4 5,9 5,4 

2,7 22,0 44,5 19 9,0 9,0 9,0 8,6 7,6 6,0 5,6 

3 23,1 44,5 17 9,0 9,0 9,0 9,0 7,9 6,4 5,9 

3,3 24,2 44,5 16 9,0 9,0 9,0 9,0 8,1 6,6 6,3 

3,9 26,2 44,5 15 9,0 9,0 9,0 9,0 8,3 6,8 6,5 
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Capacitance 

µF 

Case Size (mm) 
Typical ESR 

(Milliohms) 

20kHz to 100 lHz 

Maximum Ripple Current (Amps) at 20-100kHz 

Case temperature 

D L +25°C +35°C +45°C +55°C +65°C +75°C +85°C 

630 VDC / 277 VRMS 

0,022 7,2 19 - 0,8 0,8 0,8 0,8 0,8 0,8 0,8 

0,027 7,8 19 - 1,0 1,0 1,0 1,0 1,0 1,0 0,9 

0,033 8,5 19 - 1,2 1,2 1,2 1,2 1,2 1,2 1,0 

0,039 9,1 19 - 1,4 1,4 1,4 1,4 1,4 1,4 1,0 

0,047 9,9 19 - 1,7 1,7 1,7 1,7 1,7 1,6 1,1 

0,056 10,6 19 - 2,1 2,1 2,1 2,1 2,1 1,7 1,2 

0,068 8,8 25,4 - 1,3 1,3 1,3 1,3 1,3 1,3 1,3 

0,082 9,5 25,4 - 1,6 1,6 1,6 1,6 1,6 1,6 1,4 

0,10 10,4 25,4 - 1,9 1,9 1,9 1,9 1,9 1,9 1,6 

0,12 11,3 25,4 - 2,3 2,3 2,3 2,3 2,3 2,3 1,8 

0,15 12,6 25,4 - 2,9 2,9 2,9 2,9 2,9 2,6 1,9 

0,18 13,7 25,4 - 3,5 3,5 3,5 3,5 3,5 2,7 1,9 

0,22 12,6 31,8 - 2,8 2,8 2,8 2,8 2,8 2,8 2,3 

0,27 13,8 31,8 - 3,5 3,5 3,5 3,5 3,5 3,3 2,3 

0,33 15,1 31,8 - 4,3 4,3 4,3 4,3 4,3 3,5 2,4 

0,39 16,2 31,8 - 5,0 5,0 5,0 5,0 4,6 3,7 2,5 

0,47 17,7 31,8 28 6,8 6,3 5,8 5,2 4,5 3,6 2,6 

0,56 15,4 44,5 26 7,4 6,9 6,3 5,6 4,8 4,0 2,8 

0,68 16,9 44,5 25 7,8 7,2 6,6 5,9 5,1 4,2 2,9 

0,82 18,4 44,5 22 8,0 7,5 6,9 6,2 5,3 4,3 3,1 

1 20,2 44,5 18 8,6 7,9 7,3 6,5 5,6 4,6 3,6 
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